TYPICAL PRECAST CONCRETE "DOGHOUSE”
MANHOLE FRAME AND COVER
COVER SHALL BE MARKED ARV.

EXISTING FINISHED GRADE

4" MAX.
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1" LOCKABLE FLUSH PORT

\QTH 316 SS BALL VALVE
4 INSIDE AND OUTSIDE SHALL BE
L COATED WITH COAL TAR EPOXY

2" BRASS NIPPLE—_|

2" BRASS CURB —_k
OR COPR. STOP

2" BRASS NIPPLE —— -]
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BEDDING ROCK /

g
SHALL BE EPOXY

COATED W/ STAINLESS
STEEL STRAPS NOTES:

TYPICAL DETAIL 1. MINIMUM DIMENSION FROM TOP
OF PIPE TO FINISHED GRADE
SHALL BE 4 FT.

2. THIS DETAIL IS BASED ON MIN. 2" CA/VRV.
PIPE AND FITTINGS TO BE SIZED ACCORDINGLY
FOR LARGER VALVE SIZES AND TYPES.

3. PROVIDE SUPPORT AS REQUIRED USING 316
STAINLESS STEEL MOUNTING BRACKET AND
HARDWARE
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MIN. 18"

2" COMBINATION AIR/VACUUM RELEASE
VALVE TO BE ATTACHED TO MANHOLE W/ 316 SS
HARDWARE AND MOUNTING BRACKET.

2" ENDOT GREEN POLY @ 1% MIN SLOPE
2"— 90" ELL.

ALL FITTINGS SHALL BE BRASS——{ |

2"— 90" ELL:

SERVICE SADDLE
SHALL BE EPOXY
COATED W/ STAINLESS
STEEL STRAPS

2" CORP. STOP ~
' ) ~— MAIN

2" UNION

OFFSET INSTALLATION

BELOW GRADE WASTEWATER COMBINATION
AIR/VACUUM RELEASE VALVE
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